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INSTALLATION INSTRUCTIONS 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1 1 PRO-SERIES FRONT BUMPER 10MM WRENCH 

2 1 WINCH TRAY 19MM WRENCH 

3 1 DRIVER MOUNT BRACKET 10MM SOCKET 

4 1 PASSENGER MOUNT BRACKET 19MM SOCKET 

5 2 WINCH TRAY PLATE RATCHET 

6 1 DRIVER WINCH TRAY BRACKET TORQUE WRENCH 

7 1 PASSENGER WINCH TRAY BRACKET  

8 4 SENSOR L-TAB  

9 1 SENSOR PLATE A  

10 1 SENSOR PLATE B  

11 2 SENSOR PLATE C  

12 1 DRIVER LED BRACKET  

13 1 PASSENGER LED BRACKET  

14 2 RECTANGULAR WASHER  

15 2 SENSOR CABLE EXTENSION  

16 20 SHORT M12 HEX HEAD BOLT (YELLOW ZINC)  

17 8 LONG M12 HEX HEAD BOLT (YELLOW ZINC)  

18 20 M12 SPLIT LOCK WASHER (YELLOW ZINC)  

19 30 M12 FLAT WASHER (YELLOW ZINC)  

20 10 M12 SERRATED FLANGE HEX NUT (YELLOW ZINC)  

21 4 LARGE M10 FLAT WASHER (YELLOW ZINC)  

22 4 M6 HEX HEAD BOLT (YELLOW ZINC)  

23 4 M6 ROUND HEAD SQUARE NECK BOLT (BLACK ZINC)  

24 4 M6 FLAT WASHER (YELLOW ZINC)  

25 8 M6 SERRATED FLANGE HEX NUT (YELLOW ZINC)  

26 4 DOUBLE SIDED FOAM TAPE SQUARE  

ANTI-SEIZE LUBRICANT MUST BE USED ON ALL STAINLESS STEEL FASTENERS TO PREVENT THREAD DAMAGE AND GALLING 

CONTENT 

PRO-SERIES FRONT BUMPER 
APPLICATION:  
 CHEVROLET SILVERADO 1500 2023-2024 
PART NUMBER:  

58-411315 
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Item 1 Item 2 

Item 3 Item 5 

Item 6 Item 8 

Item 9 Item 11 

Item 12 Item 14 

Driver Side Shown 
Passenger Side Opposite 

Driver Side Shown 
Passenger Side Opposite 

Sensor Plate A Shown 
Sensor Plate B Opposite 

Driver Side Shown 
Passenger Side Opposite 
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PROCEDURE 

1. Remove contents from box, verify if all parts listed are present and free from damage.  

Carefully read and understand all  instructions before attempting installation. 

Failure to identify damage before installation could lead to a rejection of any claim. 

2. Remove the three fasteners retaining the panel above the bumper from the inside of the wheel wells. See Figure 1. 

3. Remove the trim panel from the clips near the headlights. Use a pry tool if necessary. See Figure 2. 

Figure 1 Figure 2 

Remove 
Fasteners 

4. On both sides of the vehicle, use a pry tool to remove the fascia panel from the clips shown. See Figures 3 and 4. 

5. Remove the fascia panel above the bumper. Note: The fascia panel contains plastic clips retaining it to the rest of the vehi-

cle. Pull firmly and carefully on the fascia to remove it. 

Figure 3 Figure 4 
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8. Remove the fasteners retaining the grille. There are 4 fasteners along the top and three along the bottom. See Figures 7 

and 8. 

9. Remove the grille from the clips above the headlights. See Figure 8. 

10. Remove the grille by firmly and carefully pulling it away from the vehicle. 

Figure 7 Figure 8 

(4) 10mm fasteners 
along the top of the 

grille. 

3 10mm fasteners 
along the bottom  
of the grille. 

Pull the grille away from 
the vehicle starting at  the 
locations shown. 

Figure 6 

Remove           
Cover 

Figure 5 

Remove 
Screws 

6. Open the hood and remove the lever seen in Figure 5 using a T10 Torx driver. Remove the (2) screws and slide the lever 

toward the front of the vehicle.   

7. Remove the plastic cover shown in Figure 6. Use a pry tool to disengage and remove the clips retaining the plastic cover.  
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11. Disconnect the electrical harness seen in Figure 9. If a block heater is equipped, disconnect the block heater cable. 

12. Remove the panel shown in Figure 10. Lift the panel and remove the clips underneath see Figures 10 and 11.  

After Panel Removal  

Disconnect 

Figure 9 

Figure 10 

Figure 11 

Remove Panel 
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13. Remove the (4) OE bolts located underneath the panel removed in the previous step. See Figure 12. 

14. Remove the (4) OE bolts attached to the bottom of the plastic skid plate. See Figure 13. 

15. Remove the (2) OE bolts on the sides of the bumper shown in Figure 13. 

16. Remove Bumper by carefully pulling it out.  

17. If an air baffle is equipped, remove the air baffle. 

18. If tow hooks are equipped, remove the tow hooks. 

19. Slide the Driver Winch Tray Bracket (item 3) into the frame. See Figure 14. 

Figure 12 Figure 13 

Remove hardware 

Remove hardware 

Slide in 

Figure 14 
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Remove OEM 
Bracket 

20. Remove the OEM bracket from underneath the Driver Winch Tray Bracket. See Figure 15. 

21. Loosely install the Driver Winch Tray Bracket and a Winch Tray Plate (item 5) using the M12 hardware                          

(items 14, 16-20). See Figures 15 and 16. 

Figure 15 

17 

19 

20 

5 

6 
16 

18 

14 

14 

Longs Bolts  
Installed Through 

Frame 

Driver Side Shown 
Passenger Side Opposite 

Figure 16 

Front 

Driver Side Inner 
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22. Repeat steps19-21 on the passenger side. 

23. Install the winch onto the winch tray. Use the Large M10 washers included with the bumper instead of the M10 washers 

included with the winch. 

24. Loosely install the Winch Tray (item 2). Hold the Winch Tray between the Winch Tray Plates and beneath the vehicle 

frame. Use the M12 hardware (items 16, 18, and 19) to attach the Winch Tray to the Winch Tray Plates and Winch Tray 

Brackets. See Figure 17. 

16 

Passenger Side Shown 

Front 

Figure 17 

18 19 
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25. On each side, remove the M12 bolt directly above the Winch Tray Bracket. 

26. Loosely install the Mount Brackets (items 3 and 4) on top of the Winch Tray Brackets using the M12 hardware                     

(items 16, 18-20) and the M12 bolts removed in the previous step. See Figure 18. 

27. Align and adjust the winch tray and brackets. Tighten and torque the M12 hardware to 55-60 ft-lbs.  

Passenger Side Shown 

Figure 18 

OEM M12 Bolt 
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Parking Sensor Relocation Instructions 

If parking sensors are not equipped, skip to step 32. 

28. Install the parking sensors to onto the Sensor Plates (items 9-11) using the Sensor L-Tabs (item 8), Double Sided Foam 

Tape Squares (items 26) and M6 hardware (items 23 and 25). See Figure 19. 

Figure 19 

8 

23 

25 

Parking Sensor 

Place Foam Tape 
between Sensor 
and L-Tab 

29. Remove the small mesh covers from the Pro-Series Bumper. See Figure 20. 

30. Install the Sensor Plates onto the Pro-Series Bumper using the hardware removed in the previous step. See Figure 20. 

31. Tighten the M6 hardware to 5-8 ft-lb. 

Sensor 
Plate A 

Sensor 
Plate B 

Sensor 
Plate C 

Sensor 
Plate C 

Figure 20 


